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FLO4-CATH 18 CH 540.118 20 piece

FLO4-CATH 21 CH 540.121 20 piece

FLO4-CATH 24 CH 540.124 20 piece
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High-Flow drainage catheter

�)�O�R�����&�D�W�K�����D���Q�H�Z���G�U�D�L�Q�D�J�H���F�D�W�K�H�W�H�U���D�F�K�L�H�Y�H�V���V�L�J�Q�L�4�F�D�Q�W���L�P�S�U�R�Y�H�P�H�Q�W�V���E�\���X�V�L�Q�J���Q�H�Z���P�D�W�H-
rials and technique compared to catheters made of silicone or PVC.
�7�K�H���P�D�L�Q���F�K�D�U�D�F�W�H�U�L�V�W�L�F���L�V���D���Q�H�Z���G�R�X�E�O�H���O�D�\�H�U�H�G���F�R�Q�V�W�U�X�F�W�L�R�Q�����–�Q�V�W�H�D�G���R�I���V�R�O�H�O�\���G�H�V�L�J�Q�L�Q�J���D��
�F�R�P�S�O�H�W�H���W�X�E�H���R�I���R�Q�H���P�D�W�H�U�L�D�O�����W�Z�R���V�\�Q�W�K�H�W�L�F���P�D�W�H�U�L�D�O�V���D�U�H���F�R�P�E�L�Q�H�G���E�\���F�R���H�[�W�U�X�V�L�R�Q�����$�Q��
�H�[�W�U�H�P�H�O�\���W�K�L�Q���E�X�W���U�L�G�J�H�G���D�Q�G���J�O�D�]�H�G���O�D�\�H�U���R�I���S�R�O�\�L�P�L�G�H���F�R�D�W�H�G���Z�L�W�K���5�H�[�L�E�O�H�����V�R�I�W��
�S�R�O�\�X�U�H�W�K�D�Q�H���Z�K�H�U�H�L�Q���W�K�H���;���U�D�\���O�L�Q�H���L�V���H�P�E�H�G�G�H�G
�*�O�D�]�H�G���S�R�O�\�D�P�L�G�H���R�Q���W�K�H���L�Q�Q�H�U���V�L�G�H���R�I���W�K�H���F�D�W�K�H�W�H�U���J�X�D�U�D�Q�W�H�H�V���D�Q���L�P�S�U�R�Y�H�G���5�R�Z���U�D�W�H����
Furthermore, two improvements are provided due to the special construction. A thin outer 
�Z�D�O�O���U�H�V�X�O�W�V���L�Q���D���O�D�U�J�H�U���L�Q�Q�H�U���O�X�P�H�Q���E�\���K�D�Y�L�Q�J���W�K�H���V�D�P�H���R�Y�H�U�D�O�O���G�L�D�P�H�W�H�U�����7�K�H�U�H�E�\���5�R�Z���U�D�W�H�V��
�E�H�F�R�P�H���V�L�J�Q�L�4�F�D�Q�W�O�\���L�P�S�U�R�Y�H�G���D�Q�G���F�R�Q�V�H�T�X�H�Q�W�O�\���U�L�V�N���R�I���F�O�R�J�J�L�Q�J���L�V���I�X�U�W�K�H�U���G�H�F�O�L�Q�H�G����

�+�L�J�K�H�U���5�R�Z���U�D�W�H�����V�D�P�H���G�L�D�P�H�W�H�U

Flo4-CATH 24 CH  Standard 24 CH
AD 8,0 mm   AD 8,0 mm
WS 1,2 mm   WS 1,5 mm
�–�'�����������P�P�� �� �� �–�'�����������P�P

�6�D�P�H���5�R�Z���U�D�W�H�����V�P�D�O�O�H�U���G�L�D�P�H�W�H�U

Flo4-CATH 24 CH  Standard 24 CH
AD 7,0 mm   AD 8,0 mm
WS 1,0 mm   WS 1,5 mm
�–�'�����������P�P�� �� �� �–�'�����������P�P


